1. Открываем браузер (Internet Explorer, Opera, Google Chrome). В адресной строке вводим: 192.168.100.1 
2 Вводим учетные данные для входа в настройки ONT 
В поле «Account» введите «telecomadmin» (без кавычек), а в поле Password – «admintelecom», также без кавычек. Нажмите кнопку Login
	[image: система настроек роутера]

3 Далее заходим в меню WLAN и слева выбираем WLAN Basic Configuration:
[image: http://www.it-made.ru/wp-content/uploads/2015/08/wifi1.jpg]
 

SSID (Service Set Identifier) впишите название Вашей беспроводной сети.
Установите Enable SSID в положение выбрано (галочка поставлена).
Authentication Mode выберите WPA2 Pre-Shared Key или WPAWPA2 Pre-Shared Key
Encryption Mode выберите TKIP&AES
Pre-Shared Key введите Ваш пароль для Wi-Fi
Для принятия и сохранения изменений необходимо нажать кнопку «Apply».
Channel - канал, на котором вещает wifi. Устанавливаем нужное значение. (наиболее стабильный каналы 1, 6, 11)
Нажимаем Apply для применения настроек. 
[image: wifi6][image: huawei hg8245 настроить wifi]


[bookmark: _GoBack]
Для сохранения настроек выберите пункт System Tools
 В меню слева выберите Configuration File
Нажмите кнопку Save Configuration.
[image: http://support.ab.ru/ill/nastr_wifi/img/huawei-hg8245005.jpg]
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WLAN > WLAN Advanced Configuration

On this page, you can set advanced WLAN parameters(When the WLAN function is disabled, this page is blank)
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‘System Tools > Configuration File

Configuration File

You can click “Save Configuration"to save the current configuration to the flash memory.
USB Backip Restre IS You can click "Save and Reboof"to save the current configuration to the flash memory and then reboot the device.
Firmware Upgrade

Restore Defauit Configuration Save and Reboot

You can click “Download Configuration File" o back up the current configuration.

ONT Authentication
Download Configuration File

Time Setting

Ifyou enter the path of the configuration file and then click “Upload Configuration File”, your home gateway will be updated
TR069
with the saved configuration file.

Advanced Power Management

Moty Login Password Configuration File: Browse..  Upload Configuration File

S Copyright ® Huawei Technologies Co, Ltd. 2009-2011. All ights reserved.




