
TP-Link
1. Открываем браузер (Internet Explorer, Opera, Google Chrome). В адресной строке вводим: 192.168.0.1 либо 192.168.1.1.
2 Вводим учетные данные для входа в настройки модема (логин и пароль по умолчанию admin и admin) для входа в настройки можно посмотреть снизу роутера.
3 Переходим на вкладку Wireless. И напротив пункта “Channel” устанавливаем нужное значение. (наиболее стабильный каналы 1, 6, 11)

[image: Изменяем канал на роутере TP-Link]

4. Для сохранения изменений нажмите кнопку “Save”. Перезагрузите роутер. Это можно сделать прямо из панели управления. 
5. Затем заходим в раздел System Tools – Reboot, кнопка “Reboot”.
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image1.jpeg
- Wireless Seftings

- Wireless Security
- Wireless MAC Fittering
- Wireless Advanced
- Wireless Statistics
DHCP

Forwarding

Security

Parental Control
Access Control
Advanced Routing
Banawidth Control
1P & MAC Binding
Dynamic DNS

System Tools

e e
Region:
Warning:

Mode:
Channel Width:

Channel: 7

2

Max Tx Rate:

[TP-LINK_Us4313
United States

Ensure you selecta co
Incorrect setings may

bgn mixed
Ao v

Save





image2.png
101XP - flvra anr- x‘- eltex - Mowra Mo x‘s cviena xaana vt x‘FI Kax uauerms k= x‘u Kax Haifa caobo. X 1 G auynatop 3¢ Aur x‘ Cumynatope TP-. xy TLWRBND X LG

& & C | ® wwwip-linkru.com/resources/simulator/WR842ND(UN)L0/index. htm ¥

Cepauce [@ MailRu [ Hosocr

§] Frsexc () AraexcMyssce [B] Lararane Pywers [E] Oaroxnacomnn || Kbumer || Virpss || Hosocra || Gpunawc Bebuawn || KypeossePepeparsi » | [ Apyrve sawraaxn

| b5 300Mbps Multi-Function Wireless N Router
TP-LINK e i

Status
Quick Setup Reboot Help

wes. Clickthe Reboot button to reboot the Router.

Network
ek s buton to rebaot the device Some setings of the Router will take effect only after rebooting, which include:
Wireless

VPN

Change the LAN IP Address (system will reboot automatically).

Change the DHCP Setings

Change the Wireless configurations.

Change the Web Management Port

Upgrade the firmware of the Router (system will reboot automatically).
Restore the Router's settings to the factory defaults (system will reboot
automatically)

« Update the configuration with the file (system will reboot automatically).
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