Настройка сетевой карты
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User Name:

Password:

Language: [English v

@ Prease enter your usemame and password





Логин и пароль для настройки – 
telecomadmin

admintelecom
Если хотим настроить приставку роутером, заходим в раздел LAN и привязываем LAN2 к layer3
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LAN = LAN Port Work Hode.

Welcome Logout

Status

WAN You can set the LAN ports to work in layer3 mode by selecting the corresponding check box. The layer3 ports will
be assigned working as HG ports
EILAN

LAN Port Work Mode
LAN Host Configuration
DHCP Server Configuration

£l Security

+|Route

| Forward Rules

+I Network Applications
1+l Voice

AN Oeans O A

+] System Tools
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Затем заходим в раздел WAN->WAN Configuration
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WAN > WAN Configuration

Welcome Logout

On this page, you can configure WAN parameters. The ONT home gateway uses the WAN interface to
‘communicate with the upper-layer network equipment, and the parameters must be consistent for both

Connection Name

VLAN/Priority
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Кнопка New
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WAN > WAN Configuration

Status

EWAN
WAN Configuration

LAN

£l Security
+|Route

| Forward Rules
+| Network Applications Mode:  [Route v]
+|Voice VLANID: 20 [1-4094]

+| System Tools. 8021p: |08
IP Acquisition Mode: O DHCP O Static © PPPoE
NAT: Enable
User Name: ~stat@stat Password
Binding options: LANt LAN2 LAN3 LANg

On this page, you can configure WAN parameters. The ONT home gateway uses the WAN interface to
communicate with the upper-layer network equipment, and the parameters must be consistent for both
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Заполняем все поля и отмечаем нужные кнопки. Не забываем указать LAN2

Для настройки телефонии создаём ещё одно подключение в WAN
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WAN > WAN Configuration

Welcome Logout

On this page, you can configure WAN parameters. The ONT home gateway uses the WAN interface to
communicate with the upper-layer network equipment, and the parameters must be consistent for both

Connection Name VLANIPliolily P Amnsmon Mode
1_INTERNET_R_VID_20

NewWanConnction
WAN Connection

Senice List

Mode

VLAN ID:

802.1p:

1P Acquisition Mode:
NAT:

Vendor ID:

NewWanConnction Enable
VOIP v

Route v
50 [1-4094]
[

@ pHeP O static O PPPoE
01 Enable

(The vendor ID must be 0-63 characters in length

‘The configuration is used to encapsulate DHCP option 60 and the option 60 tag is not
carried when the configuration is nul )
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Затем заходим в раздел Voice-> VoIP Interface Configuration Там прописываем все необходимые данные. Обязательно выбираем созданное VoIP подключение в полях Signaling Port и Media Port
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> < HG8240 Welcome
HUAWE!
Voice > VolP Interface Configuration
Status Basic Interface Parameters
WAN Primary Server
Proxy Senver Address: [10.22.128.2 “ (P or Domain)  Proxy Senver Port: 5060 * (1~65535)
LAN Secondary Server
y Proxy Senver Address: IP or Domain)  Proxy Senver Port: 5060 (1~65536)
I Security Lt : p— =
+Route ‘Home Domain Local Port: 5060 * (1~65535)
xSixE
+ Forward Rules Digitmap:
I Network Applications 4
i Digitmap Match Mode: [ Max v
ElVoice Registration Period: 600 (Uint:s)(1~65534)

VolP Interface Configuration
VoIP User Configuration

+] System Tools

Signaling Port: [2_VOIP_R_VID_50 | (Select WAN name for voice signaling)

Media Port: L2-VOIP_R_VID_§0 v (Select WAN name for voice media. The media port is same with signaling port when it is

empty)
Region [RU - Russia v

Advance Interface Parameters

Enable Echo Cancellation:

Fax Transmode:  pass-through v Fax Switchmode: negatiation

Profile Body: [14=1; o= :
32:27=120;28=120;29=30; 30=60; 31=40; 32

=60733=500;34=45;35=0;36=232;3 )

Software Parameters: | Default v Comments
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Далее заходим в настройки VoIP User Configuration и прописываем там данные пользователя.
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£l Security

+|Route

| Forward Rules

+I Network Applications
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Voice = VoIP User Configuration

On this page. you can set the voice user-related parameters.

Sequence

Register User Name.

Welcome

|__New | Remove |
Auth User Name Password __ Associated POTS

. & ! - | -« | | -~ | |
3 2 o 2

Configure
SIP User

Register User Name:

Auth User Name:

Associated POTS:

3852

38527

Enable

Logout
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Далее сохраняем конфигурацию.
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£l Security

+|Route

| Forward Rules

+I Network Applications

=1 System Tools
Reboot
Restore Default Configuration
Ping Test
Log
Configuration File
Firmware Upgrade
ONT Authentication
Time Seting
TR069
Advanced Power Management

HG8240

‘System Tools > Configuration File

Welcome

@ o save the current configuration to the flash memory, click "Save Configuration’.

‘Save Configuration

@  Toback up the current configuration, click "Download Configuration File"

Download Configuration File

Logout

To update your home gateway with the saved configuration file, enter the path of the configuration file and then

click "Upload Configuration File"

Configuration File:

Uplozd Configuration File
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